
Compact home printer delivers business-like performance
The compact, easy-to-use and reliable P C200W from Ricoh is the ideal solution for the home office. Printing at speeds of up 

to 26 pages a minute in full color, it saves time and space.

Its WiFi wizard makes set up simple, meaning users can be up and printing within minutes. With a powerful multi core 

processor and 512MB of memory on board, large files are handled with ease.

Its front loading paper tray and wireless connectivity allow the P C200W to be placed on a small desk, shelf or counter top. 

To reduce print costs, the P C200W supports duplex printing to save paper.

• Compact print solution, perfect for small offices and home workers

• Work from any location using WiFi and mobile print utilities

• High quality color and black-and-white output is delivered at speed

• Intuitive WiFi wizard simplifies set up

• All-in-one cartridges reduce print costs and reduce the frequency of toner replacement

Its compact design, easy operation and productive performance make the RICOH P C200W a perfect choice for home workers.
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RICOH P C200W
MAIN SPECIFICATIONS

GENERAL

Warm-up time 60.7 seconds

First output speed: B/W & FC B/W: 10.9 seconds; Full color: 10.9 seconds

Continuous output speed 26 ppm

Memory: standard 512 MB

Memory: maximum 512 MB

Weight 35.5 lbs (16.1 kg) 

Dimensions: W x D x H 16.19” x 15.52” x 9.59” (411.2 mm x 394.1 mm x 243.7 mm)

Power source 120-127 V / 12A 60 Hz

PRINTER (STANDARD)

Printer language: standard PCL 5, Hewlett-Packard Company PCL® 6 (emulation), Adobe® PostScript® 3 (emulation), PCLm

Print resolution 2400 x 600 dpi

Fonts PCL (89 fonts), PS3 (91 fonts)

Network interface USB 2.0, Ethernet 10 base-T/100 base-TX/1000 base-T, USB 2.0 Host, Wireless LAN (802.11b/g/n)

Mobile printing capability Apple AirPrint, Mopria®

Network protocol TCP/IP (IP v4, IP v6)

Windows® environments Windows® 7, Windows® 8.1, Windows® 10, Windows® Server 2016 

Other supported environments Citrix, Linux, Novell, Apple support through AirPrint and AirScan

PAPER HANDLING

Recommended paper size Standard & Bypass Tray: Letter, Legal, HLT, A5, A6, B5, Envelopes, Custom

Paper input: tray 250 sheets

Paper input: bypass 1 sheet

Paper input: maximum 251 sheets

Paper output: standard 100 sheets

Paper weight Tray: 60 - 162 g/m²; Bypass: 60 - 200 g/m²; Duplex: 60 - 105 g/m²

Paper types Plain, Color, Card Stock, Labels, Preprinted, Bond, Glossy, Light, Heavy, Rough / Cotton, Recycled, Envelope

ECOLOGY

Power consumption: maximum Less than 624 W

Power consumption: operation 395 W

Power consumption: ready 15 W

Power consumption: sleep 0.79 W

Power consumption: TEC1 0.29 kWh/week

ENERGY STAR®  Certified

EPEAT® Silver Rated*

*EPEAT Silver rating is applicable only in the USA.

CONSUMABLES

Starter toner B/W: 750 prints; Color: 500 prints

Toner: black 4,500 prints

Toner: cyan/magenta/yellow 4,500 prints

Waste toner bottle 15,000 prints

Consumable yield measuring method ISO/IEC 19798
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1 TEC value is measured based on the ENERGY STAR Ver. 3.0 test method.

Some options may not be available at the time of market release. 

Specifications are subject to change without notice. 

For maximum performance and yield, we recommend using genuine Ricoh parts and supplies. 

Some features may require additional options and/or charges.

https://www.ricoh-usa.com/en

